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Wired Controller:
BRC51A62 (Cooling Only)

COMFORT CLEANLINESS WORK & SERVICING CONTROL FEATURES OPTIONS

Wireless Controller:
BRC52A62 (Cooling Only)

FCRN50/60/71/100/125/140FXV1V
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4-way air �ow
This unit promotes even air distribution covering every 
corner of the room by combining 4-ways air discharge 
and large discharge area.

Fine square panels
Panel size is same for all models. It is easy to maintain a 
neat appearance when multiple units are installed.

Indoor Unit Quiet
dB(A)

FCRN50F

Low
dB(A)

33

34

35

37

41

41

29

31

32

34

37

37

FCRN60F

FCRN71F

FCRN100F

FCRN125F

FCRN140F

Two selectable temperature sensors
Both indoor unit and wired remote controller (option) contain temperature-sensors.  Temperature sensing can be 
set at the unit or, to further improve comfort level, closer to the target area at the wired remote control. This feature 
must be set during commissioning by the technicians.

* Temperature-sensor on indoor unit must be used when the air conditioner is controlled from another room.
**Wireless remote controller does not have a temperature-sensor.

Ceiling Cassette
Type
4 way air �ow ceiling cassette

* Optional *  Supplied with panel

950mm

950mm

Compact body and quiet operation
Indoor units as an aerodynamically designed Difuser 
Turbo Fan.

Optimal comfort and convenience assured by air discharge modes
To increase the comfort level of the air conditioned area, the system is built-in with 3 di�erent types of air �ow pattern to 
suit di�erent requirements. 

The default setting for air swing pattern is 1. The air swing pattern can be selected through the wireless remote control.

Draft resistance has been reduced by incorporating into a 
single unit, an impeller and a di�user to control air �ow 
inside the unit. The Di�user Turbo Fan is both quiet 
during operation and compact.

*1 *1

*1 Applicable when wired controller is used.

Air direction in ceiling 
soiling prevention setting

Recommended for location 
with light colour ceiling that 

must be kept spotless.

3
Air direction in draft 
prevention setting

Select this setting to eliminate 
direct drafts which can lead to 

discomfort.

2
Air direction in

standard setting
For gentle drafts.

1

Wired Controller:
BRC51A61 (Heatpump)

Wireless Controller:
BRC52A61 (Heatpump)

* Optional *  Supplied with unit





Thin, lightweight indoor unit makes delivery and installation easy
With a height of only 261mm, installation is possible even in buildings with narrow ceiling spaces.



COMFORT CLEANLINESS WORK & SERVICING CONTROL FEATURES
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FVRN71/100/125/140/160BXV1V
FVQN71/125/140/160/AVXV1V

11 12

Auto-swing mode
This unit uses its automatic horizontal swing louver to spread 
comfortable air �ow to cool every corner of the room. Its vertical 
louvers are adjusted manually to match di�erent interior spaces 
and partition as well as to avoid direct air�ow.

User-friendly controls
The unit comes with a stylish black control panel with white LED 
light for clear display. It comes with a keylock function to 
prevent setting change from unauthorised personnel.

Floor Standing
Type
Space Saving with style and functionality

Safety clip
The safety clip feature allows the users to remove the 
washable saranet �lter with ease during maintenance. At 
the same time, it also acts as a safety feature to prevent 
the users from reaching into the electrical and mechanical 
components.

Two selectable temperature sensors
Both indoor unit and wired remote controller (option) contain 
temperature-sensors. Temperature sensing can be set at the 
unit or, to further improve comfort level, closer to the target area 
at the wired remote control. This feature must be set during 
commissioning by the technicians.
* Temperature-sensor on indoor unit must be used when the air conditioner is 

controlled from another room.

**Wireless remote controller does not have a temperature-sensor

Piping

Floor Standing Unit

Wired Controller:
BRC51A62 (Cooling Only)

Wireless Controller:
BRC52A62 (Cooling Only)

* Optional *  Supplied with unit

Wired Controller:
BRC51A61 (Heatpump)

Wireless Controller:
BRC52A61 (Heatpump)

* Optional *  Supplied with unit

Manual setting of
vertical airflow louversAuto horizontal swing

OFF State ON State

Keylock Function:
Activation and deactivation 
of keylock by pressing 
“SWING” and “TURBO” 
together for

Keylock icon displayed 
when activated

White display lights up to 
indicate modes and  temperature 
settings when switched on

Additionally, this unit is incorporated 
with infrared sensor for usage with 
wireless  controller (BRC52A62) 
which comes with the unit as the 
standard package. Thus, it can also be 
controlled using wireless controller 
for the �exibility in controls.

High   Medium   Low

Switchable fan speed:

High setting provides maximum reach while low setting 
minimizes drafts.

Timer selector
Operation starts when the preset time of the ON timer elapses 
and stops when the preset time of the OFF timer elapses.

Powerful operation
New powerful operation boosts air�ow to maximum 
volume for a 20-minute period with highest fan speed. 
After this, the unit automatically returns to its previous 
settings.

Indoor unit ON/OFF switch
The unit can be conveniently started manually in the event the 
wireless remote controller is misplaced or the wireless 
remote controller batteries are not charged.

Easy Maintenance

Safety clip

Far air �ow
The Daikin �oor standing is able to achieve air �ow distance as 
far as 25m* which is about the size of a basketball court.

2.44

1.22

0.00

V_r (m/s)
Global

* Note: Based on size 140

25m

Space for water drain pump
There is a space in the unit below the fan that allows users 
to install an external condensate water pump.
* The condensate water drain pump is separately purchased and �eld installed.

Condensate
water

drain pump

*1 *1

*1 Applicable when wired controller is used.



Outdoor Unit Controllers

1413

RR71CBXV1V
RR71CBXY1V
RQ71CGXV1V

RR100DBXV1V
RR100/125/140/160DBXY1V

Equipped with scroll compressor for
quiet operation
Smooth running, minimal vibration, low operating sound.
* Only applicable to RR125/140/160DBXY1V

RNV25/35/50/60BV1V
RYN50/60CGXV1V

Wide inlet fan

Durability
• The unit is covered with corrosion-proof galvanized steel to enhance its durability.
• Heat exchange �ns are provided with anti-corrosion treatment.

Wired controller BRC51A62 can directly be connected to the unit’s main board to start operating without extra setting or 
modi�cation. It also has a built-in temperature sensor that enables temperature sensing closer to target area for improved 
comfort (no settings required to activate the handset temperature sensor).

Real time clock and day display

Temperature operate in ˚C and ˚F
Swing function
Quiet function

Sleep function
ON/OFF switch

Turbo function
Cool, Dry, Fan mode
Delay timer (1 or 2 hours)

Wireless controller BRC52A62   (Cooling Only)

Wired controller BRC51A62   (Cooling Only)

1

1

2

3

4

5

6

7

8

9

7-days programmable timer10

Low, Medium, High, Auto fan speed11

“Glow-in-the-dark” ON/OFF switch

Fan speed selection:
Low, Medium, High, Auto
Temperature setting: Up & down
Sleep mode function

O� timer setting

Selectable mode: Cool, Dry, Fan
Turbo function
Quiet function

1

2

3

4

5

7

8

9

On timer setting10

Real time clock11

2

6

7
8
9

11

10

3

4

5

1

2

3

5

6

7
8
9

10

11

4

Vertical auto-swing6

Installation and Maintenance

Sound 
Pressure Level

Outdoor

dBA

RNV50B

52

RNV60B

52

RR71C
(1PH)

56

Sound 
Pressure Level

Outdoor

dBA

RR100D
(1PH)

58

RR100B
(3PH)

Sound 
Pressure Level

Outdoor

dBA

RR125D

60

RR140D

65

RR160D

65

Fitted with wide inlet fan
Fully shaped aerodynamic propellers are designed to push 
air with a large wing surface, providing both high blow 
volume and quiet operation with turbulence.

RR71C
(3PH)

56 58

Features:
• “Glow in the dark” on/off button
• Cool/Heat/Fan/Dry/Auto mode
• Auto/High/Med/Low fan speed
• Sleep function
• Air swing function
• Real time clock
• On/off timer setting in real time

BRC52A61 Heatpump with auto modeBRC51A61 Heatpump with auto mode

Features:
• Cool/Heat/Fan/Dry/Auto mode
• Auto/High/Med/Low fan speed
• Temperature operate in ºC and ºF
• Sleep function
• Air swing function
• Real time clock and day display
• 7-days programmable timer
• Error indicator

• Keylock function
• Batteries backup and retain setting 

during power failure
• Last state memory (memory backup 

setting from main board)
• Delay timer (1 or 2 hours)
• Interaction with wireless handset-

BRC52A61  

RQ125/140/160DGXY1V



Simple system that provides �exibility of controls

Group control by Network Interface Module (NIM)

1615

The NIM group controls consist of:

NIM utilizes master-slave con�gurations. One master can control up to 15 slave units 
in a group. The master unit operates in conjunction with a control panel. Any 
settings done via the control panel connected to the master overwrite the settings 
of its slave units. Slave units can be operated with or without control panel. If a slave 
unit is operating with a control panel, its settings can be changed without following 
its master’s.

• Mainboard
• Control panel (BRC51A62)
• NIM controller
• Communication bus

• DIP switch setting for group and unit address
• Automatic detection of control panel
• Error codes and error unit’s ID indication on control panel
• Supported con�gurations of NIM:

Master

BRC51A62

BRC52A62

Slave

NIM controller

Sequential control by Sequential Network Interface Module (S-NIM)
Control two units of air conditioner in a master and slave system, operating at alternate sequence of preset hours 
(3/4/5/7/9/11/12 hours), controlled by a single BRC51A62 controller.
The S-NIM controls consist of:

The S-NIM is suitable in environment requiring 24-hours air conditioning, such as server room, room containing critical 
electronics equipment, laboratories, telecommunication towers, railway switching centre and 24-hours shoplets. It also 
extends the operating lifetime of existing air conditioning units.

When the operating unit is faulty, the standby unit automatically takes over. Other features of S-NIM:

• Mainboard
• Control panel (BRC51A62)
• S-NIM controller
• Communication bus

• Auto restart feature with last state settings.
• Error indication via error code display on the control panel.
• Pre-set operation hours via DIP switch.
• Maximum point to point distance of 1000m.

ONOFF

After 3 hours

ON OFF

Preset Switching
Time: 3 hours

S-NIM S-NIM S-NIM S-NIM

Group control by Network
Interface module (NIM) 

For simultaneous control of
up to 16 indoor units

For sequential control of 
2 indoor units at alternate 
sequence of pre-set hour

Operation and surveillance
is carried out using the contact
signal from the operation
control box in the building
surveillance (security) room.

Sequential control by
Sequential Network Interface
Module (S-NIM)

Control by external command
using BAG

Control Pattern Remote Controls

NIM NIM

S-NIM S-NIM

NIM NIM

BAG BAG BAG

BMS

IR receiver on wired handset
received the signal

Signal sent from
wireless handset



• Controls of the air conditioner unit’s ON/OFF status, operating mode, 
 fan speed setting, room temperature setting as well as forcing o� the unit in 
 the event of �re.
• Indication to warn the control room in the event of air conditioner failure.
• Maximum point-to-point distance of 1100m (please refer to the
 installation manual)

Control by external command using BMS Access Gateway (BAG)

Individual air conditioners can be turned on from the control room’s Input Contact
connection

1817

BAG controller

BAG interfaces the air conditioner unit to BMS system via input contacts, 
resistance inputs and dry contacts outputs which allows the monitoring and 
controls of the air conditioner. The BAG enables:

G-way

• Mainboard
• Control panel (BRC51A62)
• BAG controller
• Communication bus

Inputs

Outputs

Inputs Controls

Output Indications

Applications

Applications

Input
contacts

Force o�/unchange Smoke alarm system

Long distance unit ON/OFF control

Long distance unit temperature
setting control

Long distance unit operation status monitoring

Temperature setting
(16˚C-30˚C)

ON/OFF

ON/OFF Status

Unit faulty / normal

Resistance
Inputs

Relay
outputs

The BAG controls consist of:

Comfort

Abundance of functions that provide comfortable air-conditioning in stores and o�ces

Auto-swing
Delivers comfortable air-conditioning to all areas, near 
to and far from the air-conditioner.

Two selectable temperature-sensors
Temperature-sensors are included in the indoor unit 
and optional wired remote controller. temperature 
sensing closer to target area is possible to further 
increase the comfort level.

Use the temperature-sensor in the indoor unit when 
controlling air conditioning from another room.

Timer selector
Operation starts when the preset time of the ON 
timer elapse and stops when the preset time of the 
OFF timer elapses.

Weekly schedule timer
Available in Timer 1 & Timer 2 with operation 
ON/OFF settings programmed for 7 days of the 
week.

Swing pattern selection
You can freely set 3 air discharge setting by remote controller.

Switchable fan speed (*available on all models)
Selectable High, Medium and Low fan speed. High 
setting provides maximum reach while low setting 
minimizes drafts.

Programme “Dry” (*available on all models)
Dehumidi�cation is microprocessor controlled to 
prevent abrupt and uncomfortable changes in air 
temperature. Useful for reducing uncomfortable 
humidity without uncomfortable cooling of the room.

1) Air direction in standard setting

2) Air direction in draft prevention
 setting

3) Air direction in ceiling soiling
 prevention setting

Cleanliness

Washable saranet �lter
Removal of air-borne dust particles through saranet �lter ensures cleaner air supply.

Drain pump mechanism
Steeper gradient realises more e�cient condensate drainage. High-lift is especially useful for long lengths of drain piping.

Self diagnosis function (*available on all models)
The operating parameters of indoor and outdoor units, and sensor data at critical locations throughout the 
system, are constantly monitored using a microcomputer. This intelligent feature helps to detect faults or 
malfunctioning in the system and give user a warning by blinking of the LED light on the unit or display error code 
on the wired controller.

Pre-charge for up to 7.5 metres
If refrigerant piping length does not exceed 7.5m, there is no need for on-site gas charging. However for any piping 
length more than 7.5m, requires for additional charge.
(Applies for all models)

Note: Wireless remote controllers have no temperature-sensor

Work and Servicing

BAG

BAG
BAG

BAG
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